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Foreword 

This Technical Specification (TS) has been produced by ETSI 3rd Generation Partnership Project (3GPP). 
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Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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Scope 



The present document specifies the measurement procedures for the conformance test of the user equipment (UE) that 
contain transmitting characteristics, receiving characteristics and performance requirements in addition to requirements 
for support of RRM (Radio Resource Management) in FDD mode. 

The requirements are Hsted in different clauses only if the corresponding parameters deviate. More generally, tests are 
only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances 
in which tests apply, this is noted in the "definition and applicability" part of the test. 

For example only Release 5 and later UE declared to support HSDPA shall be tested for this functionality. In the event 
that for some tests different conditions apply for different releases, this is indicated within the text of the test itself. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document. 

For a Release 1999 UE, references to 3GPP documents are to version 3.x.y. 

For a Release 4 UE, references to 3GPP documents are to version 4.x.y. 

For a Release 5 UE, references to 3GPP documents are to version 5.x.y. 

[1] 3GPP TS 34.121 (Release-6): "Terminal conformance specification; Radio transmission and 

reception (FDD)". 



3 Definitions, symbols, abbreviations and equations 

(void) 

4 Requirements 

The requirements of the present document are provided in 3GPP TS 34.121 Release 6 [1]. 
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TP-17 


TP-020185 


180 


Maintenance of Re-selection and handover test cases 




3.9.0 


3.10.0 


T1 -020456 
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196 
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3.10.0 
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TP-17 


TP-020185 
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3.10.0 
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3.10.0 
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3.10.0 


T1 -020484 


TP-17 


TP-020185 207 

1 


Test Requirements for Cell Re-Selection in CELL- 
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T1 -020636 


TP-18 


TP-020294 


217 


Maintenance of 8.4.2.4 Correct behavior when 
reaching maximum transit power 




3.10.0 


3.11.0 


T1 -020637 


TP-18 


TP-020294 


218 


Correction of table numbers 




3.10.0 


3.11.0 


T1 -020639 


TP-18 


TP-020294 


219 


Correction of message parameter 




3.10.0 


3.11.0 


T1 -020640 


TP-18 


TP-020294 


220 


Correction of test parameter in 8.4.2.3 Correct 
behavior when Time-out 




3.10.0 


3.11.0 


T1 -020641 


TP-18 


TP-020294 


221 


Modification of the Random Access Test 8.4.2.1 , 
Correct behaviour when receiving an ACK. 
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3.11.0 
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3.12.0 
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3.11.0 


3.12.0 
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242 
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3.12.0 
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243 
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265 


Test Requirements for RRM CPICH RSCP Intra 
Frequency Measurement 




4.0.0 


5.1.0 


T1 -030860 


TP-21 


TP-030189 


266 


Test Requirements for RRM CPICH RSCP Intra 
Frequency Measurement 




5.0.0 


5.1.0 


T1 -030861 


TP-21 


TP-030189 


267 


- 


Correction to RRC Re-establishment delay test case 
(R99) 




3.13.0 


5.1.0 


T1 -030862 


TP-21 


TP-030189 


268 


- 


Correction to RRC Re-establishment delay test case 
(Rel-4) 




4.0.0 


5.1.0 


T1 -030863 


TP-21 


TP-030189 


269 


Correction to RRC Re-establishment delay test case 
(Rel-5) 




5.0.0 


5.1.0 


T1 -030864 


TP-21 


TP-030189 


270 


CR to 34.121 R99; Correction to SFN-SFN observed 
time difference type 1 




3.13.0 


5.1.0 


T1 -030865 


TP-21 


TP-030189 


271 


CR to 34.121 Rel-4; Correction to SFN-SFN observed 
time difference type 1 


A 


4.0.0 


5.1.0 


T1 -030866 


TP-21 


TP-030189 272 


CR to 34.121 Rel-5; Correction to SFN-SFN observed A 5.0.0 5.1.0 T1-030867 
time difference type 1 i 


TP-21 


TP-030189 


277 


CR to 34.121 R99; Correction to CPICH Ec/lo in 
correct reporting of neighbours in AWGN propagation 
condition test case 


F 


3.13.0 


5.1.0 


T1 -031 108 


TP-21 


TP-030189 


278 


CR to 34.121 Rel-4; Correction to CPICH Ec/lo in 
correct reporting of neighbours in AWGN propagation 
condition test case 


4 


4.0.0 


5.1.0 


T1 -031 109 


TP-21 


TP-030189 


279 


CR to 34.121 Rel-5; Correction to CPICH Ec/lo in 
correct reporting of neighbours in AWGN propagation 
condition test case 


A 


5.0.0 


5.1.0 


T1-031110 


TP-21 


TP-030189 


280 


Test Requirements for RRM CPICH Ec/lo Intra 
Frequency Measurement 


F 


3.13.0 


5.1.0 


T1 -031 182 


TP-21 


TP-030189 


281 


Test Requirements for RRM CPICH Ec/lo Intra 
Frequency Measurement 


A 


4.0.0 


5.1.0 


T1 -031 183 


TP-21 


TP-030189 


282 


CR Rel 5 Test requirements for RRM CPICH_Ec/lo 
Intra Frequency Measurement 


A 


5.0.0 


5.1.0 


T1 -031 184 


TP-21 


TP-030189 283 


Test Requirements for RRM CPICH Ec/lo Inter 
Frequency Measurement 


F 


3.13.0 5.1.0 T1-031188 ' 


TP-21 


TP-030189 |284 


1 Test Requirements for RRM CPICH Ec/lo Inter 


A 


4.0.0 i 5.1.0 IT1-031189 
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Frequency Measurement 


TP-21 


TP-030189 285 


Test Requirements for RRM CPICH Ec/lo Inter 
Frequency Measurement 


A 


5.0.0 


5.1.0 


T1 -031 190 


TP-21 


TP-030189 286 


Test requirements for RRM Random Access tests 




3.13.0 


5.1.0 


T1 -031 191 


TP-21 


TP-030189 287 


Test requirements for RRM Random Access Test 




4.0.0 


5.1.0 


T1 -031 192 


TP-21 


TP-030189 288 


Test requirements for RRM Random Access Test 




5.0.0 


5.1.0 


T1 -031 193 


TP-21 


TP-030189 289 


Completion of Annex F 




3.13.0 


5.1.0 


T1 -031 229 


TP-21 


TP-030189 290 


Completion of Annex F 




4.0.0 


5.1.0 


T1 -031 230 


TP-21 


TP-030189 291 


Completion of Annex F 




5.0.0 


5.1.0 T1 -031 231 1 


TP-21 


TP-030189 


252 


CR to 34.121 R99; Corretion to Inter-system Handover 
from UTRAN FDD to GSM 




3.13.0 


5.1.0 


T1 -030800 


TP-21 


TP-030189 


273 


CR to 34.121 Rel-99; Correction to CRC bit for 
reference measurement channel using RLc-TM for 
DTCH, transport channel parameters 




3.13.0 


5.1.0 


T1 -030870 


TP-21 


TP-030189 


274 


Introduction of Test Tolerances to Cell Reselection in 
CELL FACH tests 8.3.5.1 & 8.3.5.2 




3.13.0 


5.1.0 


T1 -030873 


TP-21 


TP-030189 


259 


Introduction of Test Tolerances to Cell Reselection in 
CELL FACH tests 8.3.5.1 & 8.3.5.2 




4.0.0 


5.1.0 


T1 -030832 


TP-21 


TP-030189 


260 


Introduction of Test Tolerances to Cell Reselection in 
CELL FACH tests 8.3.5.1 & 8.3.5.2 




5.0.0 


5.1.0 


T1 -030833 


TP-21 


TP-030189 


275 


CR to 34.121 Rel-4; Corretion to Inter-system 
Handover from UTRAN FDD to GSM 




4.0.0 


5.1.0 


T1 -031 103 


TP-21 


TP-030189 


276 


CR to 34.121 Rel-5; Corretion to Inter-system 
Handover from UTRAN FDD to GSM 




5.0.0 


5.1.0 


T1 -031 104 


TP-21 


TP-030189 


292 


CR to 34.121 Rel-4; Correction to CRC bit for 
reference measurement channel using RLc-TM for 
DTCH, transport channel parameters 




4.0.0 


5.1.0 


T1 -030871 


TP-21 


TP-030189 


293 


CR to 34.121 Rel-5; Correction to CRC bit for 
reference measurement channel using RLc-TM for 
DTCH, transport channel parameters 




5.0.0 


5.1.0 


T1 -030872 


TP-21 


TP-030189 


296 


Introduction of the phase discontinuity test (Specific to 
Rel-5) 




5.0.0 


5.1.0 


T1 -031 277 








Complete CR266 implementation 




5.1.0 


5.1.1 




TP-22 


TP-030280 


98 


CR to 34.121 : Correction to Inter-system Handover 
from UTRAN FDD to GSM 




5.1.1 


5.2.0 


T1 -031 356 


TP-22 


TP-030280 


99 


CR to 34.121 : Correction to Power control in DL, initial 
convergence test case 




5.1.1 


5.2.0 


T1 -031 357 


TP-22 


TP-030280 


19 


Correction to RRM test case 8.3.2.1 




5.1.1 


5.2.0 


T1 -031 445 


TP-22 


TP-030280 14 


Correction of clause 4.2 Frequency bands 


B 


5.1.1 5.2.0 'T1-031551 1 


TP-22 


TP-030280 


15 


Clause 4.4 Channel arrangement for DS-CDMA 
Introduction in the 800 MHz Band 


B 


5.1.1 


5.2.0 


T1 -031 552 


TP-22 


TP-030280 


16 


DS-CDMA Introduction in the 800 MHz Band 


B 


5.1.1 


5.2.0 


T1 -031 553 


TP-22 


TP-030280 


17 


Correction and maintenance of Annex H and DS- 
CDMA Introduction in the 800 MHz Band 


B 


5.1.1 


5.2.0 


T1 -031 556 


TP-22 


TP-030280 


00 


Introduction of reference to RRM test tolerances TR 




5.1.1 


5.2.0 


T1 -031 561 


TP-22 


TP-030280 


01 


Introduction of Test Tolerances to Cell Reselection 
tests 8.2.2.1 & 8.2.2.2 




5.1.1 


5.2.0 


T1 -031 562 


TP-22 


TP-030280 


02 


Introduction of Test Tolerances to Cell Re-selection in 
CELL PCH tests 8.3.6.1 & 8.3.6.2 




5.1.1 


5.2.0 


T1 -031 563 


TP-22 


TP-030280 


29 


Introduction of Test Tolerances to Cell Re-selection in 
URA PCH tests 8.3.7.1 & 8.3.7.2 




5.1.1 


5.2.0 


T1 -031 564 


TP-22 


TP-030280 


03 




Clarification of Downlink Physical Channel in table 
E.3.1 




5.1.1 


5.2.0 


T1 -031 565 


TP-22 


TP-030280 


09 


FDD inter-frequency cell identification and 
measurement reporting test case 




5.1.1 


5.2.0 


T1 -031 566 


TP-22 


TP-030280 10 


Changes to section 8.4.3, TFC selection requirements 
for codec mode switch 




5.1.1 5.2.0 T1-031567 


TP-22 


TP-030280 


27 


Test requirements for RRM CPICH RSCP Intra 
Frequency Measurement 




5.1.1 


5.2.0 


T1 -031 568 


TP-22 


TP-030280 


28 


Test requirements for RRM CPICH RSCP Inter 
Frequency Measurement 




5.1.1 


5.2.0 


T1 -031 569 


TP-22 


TP-030280 


24 


Test requirements for RRM CPICH_Ec/lo Intra 
Frequency Measurement 




5.1.1 


5.2.0 


T1 -031 570 


TP-22 


TP-030280 


25 


Test requirements for RRM CPICH_Ec/lo Inter 
Frequency Measurement 




5.1.1 


5.2.0 


T1 -031 571 


TP-22 


TP-030280 


18 


Correction of clause 8.7.3C UE transmitted power 




5.1.1 


5.2.0 


T1 -031 604 


TP-22 


TP-030280 


04 


CR to 34.121: Correction to FDD/FDD Soft Handover 
test case 




5.1.1 


5.2.0 


T1 -031 605 


TP-22 


TP-030280 


08 


Correction to RRM test case 8.3.5.3 




5.1.1 


5.2.0 


T1 -031 606 


TP-22 


TP-030280 


21 


12.2 kbit/s RMC is insufficient for BLER testing 




5.1.1 


5.2.0 


T1 -031 611 
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TP-22 TP-030280 ,20 Update of initial conditions for RF test cases F 5.1.1 ,5.2.0 T1-031612 


TP-22 


TP-030280 


07 


Addition of two new test cases; 7.1 1 (Demodulation of 
paging ctiannel (PCH)) and 7.12 (Detection of 
acquisition indicator (Al)). 




5.1.1 


5.2.0 


T1 -031 61 3 


TP-22 


TP-030280 


11 




Performance requirement for HSDPA skeleton section 
added 




5.1.1 


5.2.0 


T1 -031 624 


TP-22 


TP-030280 


12 




New test requirements for Demodulation of HS-DSCH 
(fixed reference channel) single link performance 




5.1.1 


5.2.0 


T1 -031 625 


TP-22 


TP-030280 


13 


New test requirements for reporting of HS-DSCH 
Channel Quality Indicator (CQI) AWGN propagation 
conditions 




5.1.1 


5.2.0 


T1 -031 626 


TP-22 


TP-030280 


06 


Correction to F.I. 5 Requirements for support of RRM 




5.1.1 


5.2.0 


T1 -031 627 


TP-22 


TP-030280 31 


Correction to W-CDMA modulated interferer definition 




5.1.1 5.2.0 T1-031652 1 


TP-22 


TP-030280 30 


Correction on Random Access test cases 




5.1.1 5.2.0 T1-031692 


TP-22 


TP-030280 


32 


Addition to Scope clause to clarify applicability of tests 
to Releases 




5.1.1 


5.2.0 


T1 -031 694 


TP-23 


TP-040038 


332 


Introduction of Test Tolerance to Maximum Input Level 
test 6.3 




5.2.0 


5.3.0 


T1 -040099 


TP-23 


TP-040038 


333 


CPICH_Ec/lo Inter frequency relative accuracy 
requirements for reported values. 




5.2.0 


5.3.0 


T1 -0401 65 


TP-23 


TP-040038 


334 


Correction to the meassurement control message in 
8.7.2. 




5.2.0 


5.3.0 


T1 -040288 


TP-23 


TP-040038 


335 


Correction of the TGD value for single gap 
transmission gap pattern 




5.2.0 


5.3.0 


T1 -040289 


TP-23 


TP-040038 


336 


Correction to the Measurement Control message in 
8.7.6 UE Rx-Tx time difference 




5.2.0 


5.3.0 


T1 -040292 


TP-23 


TP-040038 


337 


Introduction of correct reporting of GSM neighbours in 
AWGN propagation condition test case 




5.2.0 


5.3.0 


T1 -040341 


TP-23 


TP-040038 


338 


Correction to 8.6.2.1 Correct reporting of neighbours in 
AWGN propagation condition 




5.2.0 


5.3.0 


T1 -040345 


TP-23 


TP-040038 


339 


Correction to RRC connection control test 1 and 2 




5.2.0 


5.3.0 


T1 -040354 


TP-23 


TP-040038 


340 


Correction of measurement control message in inter 
frequency measurement test cases. 




5.2.0 


5.3.0 


T1 -0401 00 


TP-23 


TP-040038 


341 


Correction to W-CDMA modulated interferer definition 




5.2.0 


5.3.0 


T1 -0401 90 


TP-23 


TP-040038 


342 


Removal of square brackets in Annex F.6 




5.2.0 


5.3.0 


T1 -040248 


TP-23 


TP-040038 


343 


Excess test uncertainties 




5.2.0 


5.3.0 


T1 -040279 


TP-23 


TP-040038 


344 


Define TBD message parameters for FDD/FDD Hard 
Handover test cases 




5.2.0 


5.3.0 


T1 -040281 


TP-23 


TP-040038 


345 


Introduction of Test Tolerances to FDD/FDD Hard 
Handover to intra-frequency cell, test 8.3.2.1 




5.2.0 


5.3.0 


T1 -040282 


TP-23 


TP-040038 


346 


Introduction of Test Tolerances to FDD/FDD Hard 
Handover to inter-frequency cell, test 8.3.2.2 




5.2.0 


5.3.0 


T1 -040284 


TP-23 


TP-040038 347 


Introduction of PRACH preamble tests 




5.2.0 5.3.0 T1 -040330 


TP-23 


TP-040038 


348 


Correction of requirements of HSDPA CQI reporting in 
AWGN propagation conditions 




5.2.0 


5.3.0 


T1 -040333 


TP-23 


TP-040038 


349 


Annex A for HSDPA 




5.2.0 


5.3.0 


T1 -040337 


TP-23 


TP-040038 


350 


Annex F.I for HSDPA 




5.2.0 


5.3.0 


T1 -040338 


TP-23 


TP-040038 


351 


Correction of DL channelisation code value in DL radio 
resources 




5.2.0 


5.3.0 


T1 -040339 


TP-23 


TP-040038 ^ 


352 


Correction to F.4.1 




5.2.0 


5.3.0 


T1 -040393 


TP-23 


TP-040038 353 


Links to Annex F.6. 2 in RRM test cases 




5.2.0 


5.3.0 


T1 -0401 39 


TP-23 


TP-040038 


354 


Clarify measurement control for FDD/FDD Inter- 
frequency Hard Handover test case 




5.2.0 


5.3.0 


T1 -040252 


TP-23 






Correction on implementation of CR 333 on 
CPICH_Ec/lo Inter frequency relative accuracy 
requirements for reported values. on Table 8.7.2.2.2.3 




5.3.0 


5.3.1 




TP-24 


TP-040113 


355 


Introduction of Test Tolerances to Event triggered 
reporting in AWGN propagation conditions, test 8.6.1.1 




5.3.1 


5.4.0 


T1 -040524 


TP-24 


TP-040113 


356 


Corrections to CPICH RSCP test cases 




5.3.1 


5.4.0 


T1 -040533 


TP-24 


TP-040113 357 


Corrections to CPICH Ec/lo test cases 




5.3.1 


5.4.0 T1 -040534 


TP-24 


TP-040113 358 


Correction to 8.4.1 .1 RRC cnnection control test 1 




5.3.1 


5.4.0 T1 -040864 


TP-24 


TP-040113 359 


Correction to MEASUREMENT CQNTROL and 
MEASUREMENT REPQRT messages 




5.3.1 


5.4.0 


T1 -040541 


TP-24 


TP-040113 360 


Addition of unit for OCNS Ec/lor in RRM tests 




5.3.1 


5.4.0 


T1 -040542 


TP-24 


TP-040113 361 


Correction to default messages in Annex 1 of 34.1 21 




5.3.1 


5.4.0 T1 -040591 


TP-24 


TP-040113 362 


Update of F1.5 




5.3.1 


5.4.0 T1 -040695 


TP-24 


TP-040113 363 


~ 


Correction of Spurious Emissions for UMTS800(band F 5.3.1 5.4.0 T1 -040700 ' 
VI) 1 


TP-24 


TP-040113 364 


Removal of [] for UE transmit power test case 8.7.3C F 5.3.1 5.4.0 T1 -040720 


TP-24 


TP-040113 ,365 


i Correction to 8.7.6 UE Rx-Tx time difference F 5.3.1 5.4.0 .T1-040728 
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TP-24 


TP-040113 366 - Inter system handover F 


5.3.1 


5.4.0 


T1 -040805 


TP-24 


TP-040113 367 


Correction to BTFD test case 7.10 




5.3.1 


5.4.0 


T1 -04081 5 


TP-24 


TP-040113 


368 


- 


Addition of details for RRM test case for GSM carrier 
RSSI 




5.3.1 


5.4.0 


T1 -04081 6 


TP-24 


TP-040113 


369 


- 


Correction of FDD intra frequency measurements , 
wrong lEs 




5.3.1 


5.4.0 


T1 -04081 7 


TP-24 


TP-040113 


370 


Correction of FDD inter frequency measurements, 
wrong IBs 




5.3.1 


5.4.0 


T1 -04081 8 


TP-24 


TP-040113 


371 


Correction to Transmit Off Power 




5.3.1 


5.4.0 


T1 -040824 


TP-24 


TP-040113 


372 


Corrections to UTRA Carrier RSSI test cases 




5.3.1 


5.4.0 


T1 -040825 


TP-24 


TP-040113 373 


Corrections to FDD/FDD Soft Handover test cases 




5.3.1 


5.4.0 


T1 -040826 


TP-24 


TP-040113 


374 


Correction to the pathless indicator in measurement 
control messages 




5.3.1 


5.4.0 


T1 -040827 


TP-24 


TP-040113 


375 


Corrections to SFN-CFN observed time difference test 
cases 




5.3.1 


5.4.0 


T1 -040831 


TP-24 


TP-040113 


376 


Corrections to SFN-SFN type 1 measurement test 
cases 




5.3.1 


5.4.0 


T1 -040832 


TP-24 


TP-040113 


377 


Correction to URA identity for reselection in Cell 
URA PCH 




5.3.1 


5.4.0 


T1 -040834 


TP-24 


TP-040113 


378 


Proposed addition of downlink code allocation table to 
34.121 Annex 




5.3.1 


5.4.0 


T1 -040838 


TP-24 


TP-040113 


379 


Correction of channel number for UMTS800(band VI) 




5.3.1 


5.4.0 


T1 -040839 


TP-24 


TP-040113 380 


Correction to the pathless indicator in measurement 
control messages 




5.3.1 


5.4.0 


T1 -040840 


TP-24 


TP-040113 381 


HSDPA test 9.3.1 




5.3.1 


5.4.0 


T1 -040842 


TP-24 


TP-040113 382 


HSDPA test 9.3.2 




5.3.1 


5.4.0 


T1 -040843 
T1 -040844 


TP-24 


TP-040113 383 


New test case for 9.2.2 Open Loop Diversity 
Performance 




5.3.1 


5.4.0 


TP-24 


TP-040113 385 


Statistical approach for HSDPA tests 




5.3.1 


5.4.0 


T1 -040854 


TP-24 


TP-040113 386 


Correction to GSM neighbour reporting in 8.6.4.1 




5.3.1 


5.4.0 


T1 -040856 


TP-24 


TP-040113 387 


Correction to measurement report in 8.3.2 




5.3.1 


5.4.0 


T1 -040857 


TP-24 


TP-040113 388 


Corrections to UE Rx-Tx time difference type 1 test 
cases 




5.3.1 


5.4.0 


T1 -040859 


TP-24 


TP-040113 


389 


Addition of IVIEASUREMENT CONTROL message and 
ACTIVESET UPDATE meesage in 8.5.1 




5.3.1 


5.4.0 


T1 -040863 


TP-24 


TP-040113 


391 


HSDPA test: 9.2.1 




5.3.1 


5.4.0 


T1 -040871 


TP-24 


TP-040113 


392 


New test case for 9.4 HS-SCCH Detection 
Performance 




5.3.1 


5.4.0 


T1 -040872 


TP-24 


TP-040113 393 


New IPC combining in SHO 




5.3.1 


5.4.0 


T1 -040873 


TP-24 


TP-040113 


394 


New test case for 9.2.3 Closed Loop Diversity 
Performance 




5.3.1 


5.4.0 


T1 -040874 


TP-24 


TP-040113 


395 


Addition of CELL UPDATE CONFIRM Message and 
URA_UPDATE CONFIRM Message. 




5.3.1 


5.4.0 


T1 -040866 


TP-24 


TP-040113 


396 


Correction to 7.1 1 (Demodulation of paging channel 
(PCH)) 




5.3.1 


5.4.0 


T1 -040855 


TP-25 


TP-040158 


395 


- 


Addition of a new case to Adjacent Channel Selectivity 
test 




5.4.0 


5.5.0 


T1 -041 01 7 


TP-25 


TP-040158 


396 


Removal of [] for test case 8.3.5.3 'Cell Reselection to 
GSM' 


D 


5.4.0 


5.5.0 


T1 -041 034 


TP-25 


TP-040158 '397 


Addition of the integrity protection in messages 




5.4.0 


5.5.0 


T1 -041 058 


TP-25 


TP-040158 


398 


Correction to Cell Re-selection in CELL PCH and 
URA_PCH test cases 




5.4.0 


5.5.0 


T1 -041 076 


TP-25 


TP-040158 


399 


Addition of test tolerances to TC 8.4.3 




5.4.0 


5.5.0 


T1 -041 093 


TP-25 


TP-040158 


400 


Revision of Test Tolerances to Event triggered 
reporting in AWGN propagation conditions, test 8.6.1.1 




5.4.0 


5.5.0 


T1 -041 098 


TP-25 


TP-040158 


401 


Correction of RRM test case 8.7. 3A (GSM carrier 
RSSI) 




5.4.0 


5.5.0 


T1 -041 176 


TP-25 


TP-040158 


402 


Completion of Annex F.6.3 Statistical Testing of 
HSDPA Receiver Performance 




5.4.0 


5.5.0 


T1 -041 201 


TP-25 


TP-040158 


403 


Correction to the Measurement Control message in 
8.7.6 UE Rx-Tx time difference 




5.4.0 


5.5.0 


T1 -041 203 


TP-25 


TP-040158 


404 


Correction to the pathless indicator in measurement 
control messages 




5.4.0 


5.5.0 


T1 -041 204 


TP-25 


TP-040158 


405 


Correction to test uncertainty definition of Inner Loop 
Power Control in the Uplink test case 




5.4.0 


5.5.0 


T1 -041 307 


TP-25 


TP-040158 


406 


Addition of the integrity protection in 5.7 Power setting 
in uplink compressed mode 




5.4.0 


5.5.0 


T1 -041 308 


TP-25 


TP-040158 


407 


Corrections to Demodulation of DCH in Inter-Cell Soft 
Handover 


B 


5.4.0 


5.5.0 


T1 -041 311 


TP-25 


TP-040158 


408 


1 Correction to 7.7.3: Combining of reliable TPC 


F 


5.4.0 


5.5.0 


T1 -041 31 4 
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commands from radio links of different radio linl< sets 


TP-25 


TP-040158 J 


409 


Addition of TPC error rate accuracy to TC 7.7.3 




5.4.0 


5.5.0 


T1 -041 31 6 


TP-25 


TP-040158 


410 


Test system uncertainties update for test case 8.3.5.3 




5.4.0 


5.5.0 


T1 -041 31 9 


TP-25 


TP-040158 


411 


Corrections to UTRA Carrier RSSI test case 




5.4.0 


5.5.0 


T1 -041 325 


TP-25 


TP-040158 


412 


Resolution of downlinl< code conflict between OCNS 
DPCH and S-CCPCH 




5.4.0 


5.5.0 


T1 -041 326 


TP-25 


TP-040158 


413 


Addition of tine information element for monitor cells in 
Annex 1 




5.4.0 


5.5.0 


T1 -041 328 


TP-25 


TP-040158 


414 


Correction to 5.5.2: Transmit ON/OFF Time mask test 
case 




5.4.0 


5.5.0 


T1 -041 333 


TP-25 


TP-040158 415 


Cell configuration mapping 




5.4.0 5.5.0 T1 -041 341 1 


TP-25 


TP-040158 416 


Test tolerances in 8.4.1 RRC Re-establishment delay 




5.4.0 5.5.0 T1 -041 344 , 


TP-25 


TP-040158 


417 


Completion of Transmitter Intermodulation test 5.12 




5.4.0 


5.5.0 


T1 -041 345 


TP-25 


TP-040158 


418 


Correction of reference to generic setup procedure in 
TS 34. 108 for Cell FACH 




5.4.0 


5.5.0 


T1 -041 348 


TP-25 


TP-040158 


419 


Correction to TC 7.8.3, Power control in the downlink, 
wind up effects 




5.4.0 


5.5.0 


T1 -041 349 


TP-25 


TP-040158 


420 


Revision of Receiver Spurious Emissions Test 6.8 




5.4.0 


5.5.0 


T1 -041 353 


TP-25 


TP-040158 


421 


Correction to BTFD test case 7.10 and DL dummy 
DCCH 




5.4.0 


5.5.0 


T1 -041 358 


TP-25 


TP-040158 


422 


Correction to measurement control message in 8.6.1 .2 




5.4.0 


5.5.0 


T1 -041 360 


TP-25 


TP-040158 


423 


Correction to test case 8.2.3 'UTRAN to GSM Cell Re- 
Selection' 




5.4.0 


5.5.0 


T1 -041 362 


TP-25 


TP-040158 425 


Corrections to Annex F.2.4 and F.4.4 




5.4.0 5.5.0 T1 -041 322 ' 


TP-25 


TP-040158 


426 


Introduction of Test Tolerances to Event triggered 
reporting of multiple neighbours in AWGN propagation 
condition, test 8.6.1.2 




5.4.0 


5.5.0 


T1 -041 329 


TP-25 


TP-040158 427 


Correction to 8.6.1.1 




5.4.0 


5.5.0 


T1 -041 361 


TP-25 


TP-040158 


429 


Proposed addition of HSDPA downlink code allocation 
to 34.121 Annex 




5.4.0 


5.5.0 


T1 -041 372 


TP-25 


TP-040158 


430 


Maximum Input Level for HSDPA 




5.4.0 


5.5.0 


T1 -041 375 


TP-25 


TP-040158 


431 


Correction to test procedure for test cases using 
Cell PCHorURA PCH state 




5.4.0 5.5.0 


T1-041347r2 


TP-25 


TP-040158 


432 


Clarification of OCNS power control 




5.4.0 5.5.0 


T1-041318r4 


TP-26 


TP-040234 433 


Addition of UMTS-850 Band V to chapter 5 




5.5.0 5.6.0 T1 -041 524 


TP-26 


TP-040234 


434 


Correction of the FDD/FDD Soft Handover test 
parameters 




5.5.0 5.6.0 


T1 -041 567 


TP-26 


TP-040234 


435 


Corrections to TC 8.7.3C UE transmitted power 




5.5.0 5.6.0 


T1 -041 577 


TP-26 


TP-040234 436 


Addition of test tolerances to TC 8.3.4 




5.5.0 


5.6.0 


T1 -041 579 


TP-26 


TP-040234 437 


New clause for reference conditions 




5.5.0 


5.6.0 


T1 -041 648 


TP-26 


TP-040234 438 


Alignment of HSDPA OCNS with TS 25.1 01 




5.5.0 


5.6.0 


T1 -041 650 


TP-26 


TP-040234 439 


Correction to Handover to GSM TC 8.3.4 




5.5.0 


5.6.0 


T1 -041 653 


TP-26 


TP-040234 440 


Correction to test procedure in 7.12 




5.5.0 


5.6.0 


T1 -041 661 


TP-26 


TP-040234 441 


Correction to 8.7.6.1 UE Rx-Tx time difference type 1 




5.5.0 


5.6.0 


T1 -041 662 


TP-26 


TP-040234 442 

1 


Corrections to RRM test cases 8.6.1 .2 Event riggered 
reporting... 




5.5.0 


5.6.0 


T1 -041 667 


TP-26 


TP-040234 I443 


Update of references to GSM core specifications 




5.5.0 


5.6.0 


T1 -041 684 


TP-26 


TP-040234 444 


Corrections to HSDPA test 9.4 (HS-SCCH detection) 




5.5.0 5.6.0 T1 -041 749 ' 


TP-26 


TP-040234 


445 


Clarification of HS-PDSCH and HS-SCCH signal 
structure 




5.5.0 


5.6.0 


T1 -041 790 


TP-26 


TP-040234 


446 


CR to 34.121 Rel 5: Editorial corrections to test 8.7.3 


D 


5.5.0 


5.6.0 


T1 -041 810 


TP-26 


TP-040234 


447 


Corrections to BTFD test case 




5.5.0 


5.6.0 


T1 -041 81 3 


TP-26 


TP-040234 


448 


Corrections to RRM test cases 8.3.2.1 and 8.3.2.2 
Correction to the test procedure of FDD/FDD Hard 
Handover test cases 




5.5.0 


5.6.0 


T1 -041 81 8 


TP-26 


TP-040234 


449 


Corrections to TC 8.6.4.1 




5.5.0 


5.6.0 


T1 -041 822 


TP-26 


TP-040234 


450 


Correction to pathloss indicator 




5.5.0 


5.6.0 


T1 -041 824 


TP-26 


TP-040234 


451 


Corrections to RRM test case 8.5.1 UE Transmit 
Timing 




5.5.0 


5.6.0 


T1 -041 830 


TP-26 


TP-040234 


452 


Corrections and additions to Release 5 RRM test case 
8.6.2.2 




5.5.0 


5.6.0 


T1 -041 831 


TP-26 


TP-040234 


453 


Measurement Channel for BLER measurement in 
8.3.1 FDD/FDD Soft Handover. 




5.5.0 


5.6.0 


T1 -041 832 


TP-26 


TP-040234 


454 


Correction to SFN-SFN observed time difference type 
1 measurement test case 




5.5.0 


5.6.0 


T1 -041 834 


TP-26 


TP-040234 


455 


Corrections to HSDPA test 6.3A (max input power) 




5.5.0 


5.6.0 


T1 -041 838 


TP-26 


TP-040234 


456 


CM configuration in FDD inter frequency 
measurements in TC 8.6.2.1 




5.5.0 


5.6.0 


T1 -041 841 


TP-26 


TP-040234 


457 


Addition of the scheduling information for Cell Re- 
Selection test cases 


F 


5.5.0 


5.6.0 


T1 -041 843 
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TP-26 TP-040234 458 - Correction to 8.3.1 UE FDD/FDD Soft Handover F 5.5.0 5.6.0 T1-041844 


TP-26 


TP-040234 459 


Correction to 8.7.1 .1 CPICH RSCP Intra frequency 
measurements accuracy 


F 


5.5.0 


5.6.0 


T1 -041 845 


TP-26 


TP-040234 460 


Corrections to HSDPA test 9.3 (CQI reporting) 


F 


5.5.0 


5.6.0 


T1 -041 852 


TP-26 


TP-040234 461 


Correction to measurement configurations in section 7 


F 


5.5.0 


5.6.0 


T1 -041 858 


TP-26 


TP-040234 462 


Change of notes position in TS34.121 Annex E.3 


F 


5.5.0 


5.6.0 


T1 -041 859 


TP-26 


TP-040234 463 


: BLER testing for UEs with asymmetrical ULVDL data 
1 rates 


F 


5.5.0 


5.6.0 


T1 -041 860 


TP-26 


TP-040234 464 


Invalid MAC header for downlink dummy DCCH 


F 


5.5.0 5.6.0 'T1 -041 861 ' 


TP-26 


TP-040234 


465 


Addition of test tolerances and corrections for 8.6.2.1 
Correct reporting of neighbours in AWGN propagation 
condition (34.121) 


F 


5.5.0 


5.6.0 


T1 -041 865 


TP-26 


TP-040234 


466 


Correction to Correct reporting of neighbours in fading 
progagation condition test case 


F 


5.5.0 


5.6.0 


T1 -041 866 


TP-26 


TP-040234 


467 


Correction to Event triggered reporting of two 
detectable neighbours in AWGN propagation condition 
test cases 


F 


5.5.0 


5.6.0 


T1 -041 867 


TP-26 


TP-040234 


468 


S-CCPCH configuration in 8.3.5 Cell Re-selection in 
CELL FACH. 


F 


5.5.0 


5.6.0 


T1 -041 868 


TP-26 


TP-040234 


469 


Corrections to TC 8.2.3.1 and 8.2.3.2 


F 


5.5.0 


5.6.0 


T1 -041 869 


TP-26 


TP-040234 


470 


Correction to MEASUREMENT CONTROL Message 
for 8.6.2.1 : Correct reporting of neighbours in AWGN 
propagation condition and 8.3.2.2: FDD/FDD Hard 
Handover to inter-frequency cell test cases 


F 


5.5.0 


5.6.0 


T1 -041 870 


TP-26 


TP-040234 1 


471 


Corrections to HSDPA test 9.2 (Demod of HS-DSCH) 


F 


5.5.0 


5.6.0 


T1 -041 872 


TP-26 


TP-040234 472 


Addition of UMTS-850 Band V to chapter 6 


F 


5.5.0 5.6.0 T1 -041 873 ' 


TP-26 


TP-040234 


473 


Correction of time to receive system information in 
RRM test cases 


F 


5.5.0 


5.6.0 


T1 -041 877 


TP-26 


TP-040234 


474 


CR to 34.1 21 : Changing the BLER target for the 
DCCH in test 7.8 


D 


5.5.0 


5.6.0 


T1 -041 878 


TP-26 


TP-040234 


475 


Corrections to Information elements for Monitored 
Cells in Annex 1. 


F 


5.5.0 


5.6.0 


T1 -041 881 


TP-26 


TP-040234 


476 


Introduction of UMTS-850 MHz band V 


F 


5.5.0 


5.6.0 


T1 -041 882 


TP-26 


TP-040234 


477 


Introduction of Test Tolerances to Event triggered 
reporting of multiple neighbours in AWGN propagation 
condition (Rel-4 and later), test 8.6.1 .2A 


F 


5.5.0 


5.6.0 


T1 -041 507 


TP-26 


TP-040234 


478 


Addition of UMTS-850 Band V to chapter 4. 


F 


5.5.0 


5.6.0 


T1 -041 523 


TP-27 


TP-050033 524 
1 


Replacement of technical contents of version 5 by 
1 pointer to version 6. 


D 


5.6.0 


5.7.0 


T1 -050499 
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